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PM3 E SERIES
Using state�of�the�art, 3 Stage Smart Charging technology, PowerMax Power Converter/Battery 
Chargers are engineered with the user and variable environmental conditions in mind. Extra care has 
been given to insure many years of service�free operation, even when subjected to extremely harsh 
conditions. PM3 multi�stage chargers ensure that deep cycle batteries are charged quickly and 
efficiently without over�charging the battery.
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Input Voltage Range

Input Voltage
Frequency

Max Inrush Current,
Single Cycle

Overload
Protection

Line Regulation

Load Regulation

Working Temperature
Range

Storage Temperature

Withstand voltage

Model Number

Short Circuit Protection Yes
Thermal Protection

Weight 7.0 lbs 7.0 lbs 7.0 lbs

DC Output Voltage 
 (No Load) approx.

13.2/13.6/14.4V 13.2/13.6/14.4V 13.2/13.6/14.4V 

Yes

PM3�45 E PM3�55 E PM3�75 E

Output Amperage, Max 
Continuous

45 amps 55 amps 75 amps
Maximum Power Output, 

Continuous 600 watts 780 watts 1065 watts 
Maximum AC Current 5 Amps 7 Amps 12 Amps

Typical Efficiency >85% >85% >93%

Yes
Fan Control Proportional Proportional Proportional

Dimensions 7.15X10.5X3.45 7.15X10.5X3.45 7.15X10.5X3.45




