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Materials Included
(1) SnapNrack MLPE Frame Attachment Top
(1) SnapNrack MLPE Frame Attachment Bottom
(1) 5/16”-18 X 3/4” Serrated Flange Bolt SS
(1) SnapNrack Smart Clip II
(1) SnapNrack MLPE Frame Attachment Coil Spring SS

Hardware Description Torque Specification (lb-ft)
MLPE Frame Attachment Bolt 10 lb-ft (120 lb-in)

Technical Specifications
Material 6000 Series Aluminum, Stainless Steel Hardware
Certifications UL 2703. Also Listed for use with SnapNrack S100, S200, and 

RL mounting systems.
Maximum Fuse Rating 20 A Series Fuse
Module Flange Compatibility Flange thickness range between 0.8mm and 2.4mm
Certified with MLPE Models SolarEdge - P300-5NC4AFS, P320-5NC4AFS, P370-5NC4AFS, 

and P400-5NC4AFS
Enphase - M250, M215 & C250
Ginlong - Solis-RSD-1G

Certified with Module Models See certification directory on www.ul.com for File E359313
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Required Tools
Socket Wrench
Torque Wrench
1/2” Socket

Step-by-Step Instructions
1. Slide the backplate channel of the MLPE device under the MLPE Frame Attachment Kit bolt. The 
MLPE mounting plate should rest against the MLPE mounting plate backstop on the MLPE Frame 
Attachment Kit.

2. Position the MLPE Frame Attachment Kit on the module frame flange in a location that will not 
interfere with mounting system components. The module frame flange should rest against the module 
flange backstop on the MLPE Frame Attachment Kit.

INSTALL NOTE: Avoid blocking module frame drainage holes when installing the MLPE Frame 
Attachment Kit.

3. Tighten the mounting bolt on the MLPE Frame Attachment Kit to 10 lb-ft (120 lb-in). 

NOTE: The MLPE Frame Attachment Kit bonds the following components: Module Frame, MLPE 
backplate and Smart Clip.

4. Connect the module leads to the input connectors on the MLPE device and manage conductors with 
the integrated Smart Clip.
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Module Specific Instructions
The following modules have been tested and approved for use with the MLPE Attachment Kit by the 
module manufacturers. Module manufacture approval letters can be found at www.snapnrack.com.  
Module specific instructions for mounting locations:

Manufacture Model Orientation Location
Manufacture X Model X Short side mounting Within X” of Module Corner

Long Side mounting Within X” of Module Corner


