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SOLECTRIA® XGI 1500-250 SERIES
S P A R E  P A R T S  K I T

Due to its intelligent design and the engineering considerations given to 
serviceability, the XGI 1500 can be safely and easily serviced in the field.  The Spare 
Parts Kit provides a complete set of the field-replaceable components most likely 
to need replacement

Yaskawa Solectria Solar designed and builds 
the XGI 1500 utility-scale string inverters to the 
highest standards of quality and reliability. 

S P A R E  P A R T S  
K I T  C O N T E N T S

• Cooling Fans

• MOV Board Set

• AC Contactors 

• AC EMI Filter

• DSP and Interface PCB 

• DC Switch

• Communications PCB

• Power Supply

Spare Parts Kit Contents Quantity
Cooling Fans 3

MOV Board Set 1

AC Contactors 2

AC EMI Filter 1

Set of DSP and Interface PCB 1

DC Switch 1

Communications PCB 1

Power Supply 1



S O L E C T R I A ®  X G I  1 5 0 0 - 2 5 0  S E R I E S  S P A R E  P A R T S  K I T

Yaskawa Solectria Solar    1-978-683-9700  |  Email: sales@solectria.com  |  solectria.com 
Document No. FL.XGI1500.05  |  02/15/2023  |  © 2022 Yaskawa America, Inc.

C O O L I N G  F A N S
• 3 Fan located on the exterior of the back 

section of the Inverter Compartment
• Readily accessible on the right side of the 

Inverter Compartment for field replacement

M O V  B O A R D  S E T
• Located in Customer Wiring 

Compartment
• Surge protection at the DC input  

and AC output
• Boards readily accessible and 

removable for field replacement

A C  C O N TA C T O R S
• Located in Customer Wiring Compartment
• Provide disconnect for the inverter from  

the AC service
• Contactors are readily accessible and 

removable for field replacement

D S P  &  I N T E R F A C E  P C B
• Located in Inverter Compartment
• Two primary printed circuit boards in the inverter
• Boards are stacked and mechanically secured to 

a cradle and are readily accessible and removable 
for field replacement

C O M M U N I C AT I O N S  P C B
• Located in Inverter Compartment
• Has all communications features for  

the inverter
• Board is attached and on top of the  

DSP PCB
• Readily accessible and removable for  

field replacement

A C  E M I  F I L T E R
• Located in Customer 

Wiring Compartment
• Filters high-frequency 

AC harmonics
• Accessible and 

removable for field 
replacement

D C  S W I T C H
• Located in Customer 

Wiring Compartment
• Provides disconnect for 

the inverter from the 
DC input

• Switch is readily 
accessible and 
removable for field 
replacement

P O W E R  
S U P P L Y  
P C B
• Located in Inverter 

Compartment
• Less likely to ever 

need replacement
• Readily accessible 

and removable for 
field replacement 


